
MJ-9
MOBILE CRUSHERS

FEATURES
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Engine
Volvo, CAT or JCB
Tier 3, Stage V 
or Tier 4F

Main Conveyor
9300mm (36”) Wide
Discharge Height
3015mm (9’10”)

Main Conveyor Magnet
Hydraulically Ajustable 
Clearance

Dirt Conveyor
500mm (20”) Wide
Discharge Height
2830mm (9’3”)

Jaw Crusher
850mm x 500mm (34” x 20”)
Single Toggle

Vibrating Feeder
Feed Length 4100mm (13’5”)
Feed Width 2000mm (6’6”)
Feed Height 3300mm (10’9”)
Capacity 5cbm (5.2 cu. yd.)
or 7cbm (9 cu. yd.) heaped

Pan feeder with load sensing

High capacity jaw crusher

Excellent access to power pack

Magnet raises hydraulically for clearance

Full maintenance platform around crusher

Optional high performance magnet and dust suppression system
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MADE TO WORK

*With no options

Width Width

Length Length

Height Height

2.5m (8’4”) 2.7m (9’)

12.1m (39’10”)9.6m (31’7”)

2.9m (9’8”) 3.3m (10’9”)

TRANSPORT WORKING

Weight 29,250kgs*
64,485lbs*APPROX.

www.portafill.comAll dimensions and weights are approximate and in millimetres, feet and inches. Portafill International reserves the right to alter specification of the machines without notice. Images may show optional equipment. E & OE.


